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GENERATING CONTROL SIGNALS TO CONFIGURE THE BASE 
TRANCEIVER STATION TO TRANSMIT THE SELECTED DATA 
STREAMS TO A CORRESPONDING SUBSCRIBER UNIT ON AN 
ASSIGNED CHANNEL OF A MULTIPLE ACCESS PROTOCOL 



TRANSMITTING IN RESPONSE TO THE CONTROL SIGNALS 
AND IN A SPATIALLY SEPERATE FASHION, SELECTED DATA 
STREAMS ON THE ASSIGNED CHANNEL OF THE MULTIPLE 
ACCESS PROTOCOL 



UTILIZING CO-LOCATED ELECTRIC DIPOLE AND MAGNETIC 
DIPOLE ANTENNAE AT THE SUBSCRIBER UNIT TO RECEIVE 
THE SELECTED DATA STREAMS 



FIGURE 3 




FIGURE 4 
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DISTANCE ALONG LINE(WAVELENGTHS) 



FIGURE 5 
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UTILIZING CO-LOCATED ELECTRIC DIPOLE AT THE 
SUBSCRIBER UNIT TO TRANSMIT SELECTED DATA 
STREAMS ON AN ASSIGNED CHANNEL OF A 
MULTIPLE ACCESS PROTOCOL 
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GENERATING CONTROL SIGNALS TO CONFIGURE THE 
BASE TRANSCEIVER STATION TO RECEIVE THE SELECTED 

DATA STREAMS FROM THE SUBSCRIBER UNIT ON THE 
ASSIGNED CHANNEL OF A MULTIPLE ACCESS PROTOCOL 
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RECEIVING IN RESPONSE TO THE CONTROL SIGNALS THE 
SELECTED DATA STREAMS ON THE ASSIGNED CHANNEL 
OF THE MULTIPLE ACCESS PROTOCOL 
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FIGURE 8 



